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E Brand Name: Power One
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© Parameters: Rated input Voltage: 100-240 V AC
° Rated Input Current: 8A

- Rated Input Frequency: 50 - 60 Hz

<< DC Outputs: See Attachment

Protection Class: I (at end-use)
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. IEC 60950-1:2001
according to:

Production 41428, 44727, 44728
Facility(ies):
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TUV

PRODUCT SERVICE

Attachment to Certificate B 04 01 24238 470
Power-One Inc.

General product information:

Models CPA500-4530 and CPA500-S202 are 6U AC to DC Switching Power Supply designed to be used
in hot plug applications in Compact PCI racks. The input/output connector is specifically designed for use
in this application. The converters have four outputs that derive their power from three separate
converters. Outputs 3 and 4 derived their power from a single converter.

The units were tested for a maximum operating ambient temperature of 50°C with forced airflow flowing
over the longitudinal axis of the power supply. Airflow is applied from L3 to input/output connector side.
Measured exit air from the unit is average 300 LFM.

The models require:

1) A suitable fire enclosure at end use.
2) A reliable ground (Protective Earth) connection at end use.

Madification 1:

This modification to report 095-410140-000, includes the following constructional changes on Model
CPA500-4530 and CPA500-S202:

1) Change value of X-cap C3 from 1.5 uF to 1 uF.

2) Add X-capacitor C4, 1 uF.

3) Revised input side of PWB.

4) Change L2 from part number YDAQ93 to YDA124. These inductors are exactly the same except
YDA124, uses 1 mm diameter wire while YDA093 wire is 0.85 mm.

5) Add alternate source of triple insulated wire on transformers TR101, TR151 and TR301.
Additional tests were conducted due to the nature of these changes. Changes to this report are shown in
bold print text. The report is re-released in its entirety.
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Declaration of Conformity
CE MARKING

We, Power-One, Inc.,740 Calle Plano, Camarillo, CA. 93012 USA
declare under our sole responsihility that the products;

Power Supply Model CPA500 SERIES
to which this declaration relates, i/are in compliance with the following document(s):

Quality Standard(s): ISO 9001, EN 29001
Directive; DIR 73/23/EEC, Low Voltage Directive

Product Safety Standard(s):  EN 609501: 2001

IEC 609501: 2001
(Licensed by a Notified Body to the European Union )

These component level power supplies are intended exclusvely for incluson within other
equipment by an indudirid assembly operation or by professond ingalers per the Ingalation
Ingtructions provided with the power supplies. The power supply is consdered Class | and
must be connected to ardiable earth grounding system.

AR AA L

Camarillo, Ca. Sept. 26, 2003
(Manufacturer) (Place) (Date)
Robert P. White Jr.
Product Safety Manager

power-one 740 CALLE PLANO CAMARILLO, CA 93012-9951 PHONE: (805) 987-8741
P.O. BOX ACKERSTRASSE 56 CH-8610, USTER, SWITZERLAND PHONE: (41) 1 944 8383



