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Certificate TUV

No: B 03 03 24238 364 PRODUCT SERVICE

Power-One, Inc.

740 Calle Plano

Camarillo, CA 93012-8593
USA

with production facility(ies)
24258, 24260, 41950, 44727, 44728

is authorized to label the following products with the
certification mark E20
as shown in the certification mark list. See also notes overleaf.

Product: Netzgerite
DC/DC Switching Power Supply
Model: CPD200-4530

CPD250-4530

Parameters: Rated Input Voltage: 36-75VDC
Rated DC Outputs: See Attachment page
Protection Class: | (at end use)

For additional information and details see Attachment page. When
installing the equipment, all requirements of the below mentioned
standards must be met.

The product meets the relevant safety requirements and was tested according to
(report no.: 095-410104-300)

EN 60950:2000
IEC 60950:1999

Released with the above certificate number by TUV PRODUCT SERVICE,
the Product Certification Body of TUV AMERICA INC.

R - (B 02 07 24238 306)

131475
Department: ELSUSSD/HP Date: March 3, 2003
(Db b Oy
TUV Product Service www.TUVamerica.com




PRODUCT SERVICE

Attachment to Certificate B 03 03 24238 364
For Power-One Inc.

General description:

Model CPD200-4530 and CPD250-4530 is a DC to DC Switching Power supply designed to be used in hot-
plug applications in Compact PCI racks. The input/output connector is specifically designed for use in this
application. The converters have four outputs which derive their power from two separate converters.

Conditions of Acceptability - When installed in the end-use equipment, the following are among the
considerations to be made:

1. These models are intended to be supplied from an isolated secondary circuit and have been
evaluated for Basic insulation between the input and output circuits, based on input from TNV-2,
per ETS 300 132-2:1996.

2. The models have been evaluated for use in a Pollution Degree 2 environment.

If the input meets all of the requirements for SELV or TNV-2, the output may be considered SELV. Output
voltages remain within SELV limits, even with internally generated non-SELYV voltages, if any.

The units require:
1) A suitable fire enclosure at end use.

2) A reliable ground (Protective Earth) connection at end use.
3) Maximum operating ambient (T,.) is 50°C.

Output ratings:
Model Output #1 Output #2 Output #3 Output #4 Maximum output Required airflow, Ifm
Vdeke A Vde A Vdc A Vde A W (linear feet per minute)
CPD200-4530 5 40 3.3 40 12 55 -12 2.0 200 250
CPD250-4530 5 40 3.3 40 12 55 12 20 250 400

All models may be followed by suffix SXXX where X = letters and/or numbers 0-9, denoting
non-safety critical options.

Modification No. 2:
This revision covers alternate vendors of Capacitors stated in List of Critical Components. No tests
conducted due to same component specifications.

Modification No. 3:
This Test Report is revised 28 February, 2003, and re-released in its entirety. It includes change of
-12 Vdc output rating from 1.5 A to 2.0 A. Based on evaluation of the specifications of the new output
voltage regulator, no additional tests conducted.

Attachment No. 1 was updated per CB Bulletin 103A (July 2002.)
Changes are shown in bold print.
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